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Tree Planting on Slopes



 C3/LM/046

TREE PLANTING ON SLOPES

SHEET 1 OF 6

HY/2013/12

A1 1:500  A3 1:4000

COTNRACT TITLE
TUEN MUN - CHEK LAP KOK LINK 
- NORTHERN CONNECTION TOLL 
PLAZA AND ASSOCIATED WORKS

5SE-D/C211 and 5SE-D/C210
Location: Tuen Mun
Average Slope Angle: 37 degree and 35 degree
No. of Compensatory Trees: 200

Light standard 3000 34
Light standard 3000 15
Light standard 3000 19
Light standard 3000 17
Light standard 3000 7
Light standard 3000 6
Light standard 3000 16
Whip 2000 68
Whip 1000 18

5SE-D/C215
Location: Tuen Mun
Average Slope Angle: -
No. of Compensatory Trees: 90

Heavy standard 4000-4500 41
Heavy standard 4500-5000 16
Heavy standard 4500-5000 23
Heavy standard 4500-5000 10

NOTES:
1. LEGEND REFER TO DRAWING NO. C3/LM/031.

2. ALL PROPOSED PLANT SPECIES AND SPECIFICATIONS ARE SUBJECT TO CHANGE 

DURING CONSTRUCTION TO SUIT THE SITE CONDITIONS.

3. LOCATIONS OF TREE PLANTING ARE SUBJECT TO CHANGE DURING CONSTRUCTION 

TO SUIT THE SITE CONDITIONS.

4. PLANTING PROPOSALS FOR SLOPES HAVE BEEN REFERENCED TO GEO PUBLICATION 

NO/1/2011 BY CEDD.

5. PLANTING PROPOSALS FOR SLOPES, I.E. TREE SPECEIS, SIZE, SPACING, LOCATION, 

HAVE BEEN REVIEWED AND COMMENTED BY HYD/LANDSCAPE DIVISION.

5SE-D/C211

5SE-D/C210

5SE-D/C215
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COTNRACT TITLE
TUEN MUN - CHEK LAP KOK LINK 
- NORTHERN CONNECTION TOLL 
PLAZA AND ASSOCIATED WORKS

TREE PLANTING ON SLOPES

5SE-D/C170 
Location: Tuen Mun
Average Slope Angle: 28 degree
No. of Compensatory Trees: 677

Light standard 3000 160
Light standard 3000 32
Light standard 3000 43
Light standard 3000 32
Light standard 3000 44

 ( ) Light standard 3000 32
Light standard 3000 48
Light standard 3000 21
Light standard 3000 10
Whip 1000 52
Whip 1000 25
Whip 1000 52
Whip 1000 38
Whip 1000 38

( ) Whip 1000 38
Whip 1000 12

5SE-D/C209
Location: Tuen Mun
Average Slope Angle: 30 degree
No. of Compensatory Trees: 100

Light standard 3000 20
Light standard 3000 25
Light standard 3000 25
Light standard 3000 20
Light standard 3000 10

5SE-D/C171 
Location: Tuen Mun
Average Slope Angle: 35 degree
No. of Compensatory Trees: 4

Light standard 3000 4

5SE-D/C21
Location: Tuen Mun
Average Slope Angle: 50 degree
No. of Compensatory Trees: 8

Light standard 3000 4
Light standard 3000 4

NOTES:
1. LEGEND REFER TO DRAWING NO. C3/LM/031.

2. ALL PROPOSED PLANT SPECIES AND SPECIFICATIONS ARE SUBJECT TO CHANGE 

DURING CONSTRUCTION TO SUIT THE SITE CONDITIONS.

3. LOCATIONS OF TREE PLANTING ARE SUBJECT TO CHANGE DURING CONSTRUCTION 

TO SUIT THE SITE CONDITIONS.

4. PLANTING PROPOSALS FOR SLOPES HAVE BEEN REFERENCED TO GEO PUBLICATION 

NO/1/2011 BY CEDD.

5. PLANTING PROPOSALS FOR SLOPES, I.E. TREE SPECEIS, SIZE, SPACING, LOCATION, 

HAVE BEEN REVIEWED AND COMMENTED BY HYD/LANDSCAPE DIVISION.

5SE-D/C209

5SE-D/C170

5SE-D/C171

5SE-D/C21
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COTNRACT TITLE
TUEN MUN - CHEK LAP KOK LINK 
- NORTHERN CONNECTION TOLL 
PLAZA AND ASSOCIATED WORKS

TREE PLANTING ON SLOPES

5SE-D/C214
Location: Tuen Mun
Average Slope Angle: -
No. of Compensatory Trees: 70

Whip 1000 70

5SE-D/C18
Location: Tuen Mun
Average Slope Angle: 30 degree
No. of Compensatory Trees: 5

Light standard 3000 2
Light standard 3000 3

NOTES:
1. LEGEND REFER TO DRAWING NO. C3/LM/031.

2. ALL PROPOSED PLANT SPECIES AND SPECIFICATIONS ARE SUBJECT TO CHANGE 

DURING CONSTRUCTION TO SUIT THE SITE CONDITIONS.

3. LOCATIONS OF TREE PLANTING ARE SUBJECT TO CHANGE DURING CONSTRUCTION 

TO SUIT THE SITE CONDITIONS.

4. PLANTING PROPOSALS FOR SLOPES HAVE BEEN REFERENCED TO GEO PUBLICATION 

NO/1/2011 BY CEDD.

5. PLANTING PROPOSALS FOR SLOPES, I.E. TREE SPECEIS, SIZE, SPACING, LOCATION, 

HAVE BEEN REVIEWED AND COMMENTED BY HYD/LANDSCAPE DIVISION.

5SE-D/C18

5SE-D/C214
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COTNRACT TITLE
TUEN MUN - CHEK LAP KOK LINK 
- NORTHERN CONNECTION TOLL 
PLAZA AND ASSOCIATED WORKS

TREE PLANTING ON SLOPES

5SE-D/C16
Location: Tuen Mun
Average Slope Angle: 60 degree
No. of Compensatory Trees: 43

Light standard 3000 3
Light standard 3000 6
Light standard 3000 14
Light standard 3000 20

NOTES:
1. LEGEND REFER TO DRAWING NO. C3/LM/031.

2. ALL PROPOSED PLANT SPECIES AND SPECIFICATIONS ARE SUBJECT TO CHANGE 

DURING CONSTRUCTION TO SUIT THE SITE CONDITIONS.

3. LOCATIONS OF TREE PLANTING ARE SUBJECT TO CHANGE DURING CONSTRUCTION 

TO SUIT THE SITE CONDITIONS.

4. PLANTING PROPOSALS FOR SLOPES HAVE BEEN REFERENCED TO GEO PUBLICATION 

NO/1/2011 BY CEDD.

5. PLANTING PROPOSALS FOR SLOPES, I.E. TREE SPECEIS, SIZE, SPACING, LOCATION, 

HAVE BEEN REVIEWED AND COMMENTED BY HYD/LANDSCAPE DIVISION.

5SE-D/C16
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COTNRACT TITLE
SOUTHERN CONNECTION VIADUCT 
SECTION

 HY/2012/07

TREE PLANTING ON SLOPES

10NW-C/F13, 10NW-C/F14 AND 10NW-C/F15 
Location: North Lantau Highway, North Lantau
Average Slope Angle: 26 degree
No. of Compensatory Trees: 456

Light Standard 4000 92
Light Standard 4000 7
Light Standard 4000 32
Light Standard 3000 45
2000(H) x 1500(S) 2000 39
2500(H) x 1500(S) 3500 - 4000 241

10NW-C/F11 and 10NW-C/F17
Location: North Lantau Highway, North Lantau
Average Slope Angle: 27 degree
No. of Compensatory Trees: 84

Light Standard 4500-5000 84

10NW-C/F10
Location: North Lantau Highway, North Lantau
Average Slope Angle: 27 degree 
No. of Compensatory Trees: 7

Light standard 4000 7

NOTES:
1. LEGEND REFER TO DRAWING NO. C1/LM/040.

2. ALL PROPOSED PLANT SPECIES AND SPECIFICATIONS ARE SUBJECT TO 

CHANGE DURING CONSTRUCTION TO SUIT THE SITE CONDITIONS.

3. LOCATIONS OF TREE PLANTING ARE SUBJECT TO CHANGE DURING 

CONSTRUCTION TO SUIT THE SITE CONDITIONS.

4. PLANTING PROPOSALS FOR SLOPES HAVE BEEN REFERENCED TO GEO 

PUBLICATION NO/1/2011 BY CEDD.

5. PLANTING PROPOSALS FOR SLOPES, I.E. TREE SPECEIS, SIZE, SPACING, 

LOCATION, HAVE BEEN REVIEWED AND COMMENTED BY HYD/LANDSCAPE 

DIVISION.

10NW-C/F11

10NW-C/F17

10NW-C/F15

10NW-C/F14

10NW-C/F13

10NW C/F10
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COTNRACT TITLE
SOUTHERN CONNECTION VIADUCT 
SECTION

 HY/2012/07

TREE PLANTING ON SLOPES

9SE-B/C8, 9SE-B/C9
Location: Cheung Tung Road, North Lantau
Average Slope Angle: 40 and 45 degree respectively; tree planting locations are with 35 degree angle
No. of Compensatory Trees: 143

Whip 1500-2000 37
Whip 1500-2000 30
Whip 1500-2000 31
Whip 1500-2000 15
Whip 1500-2000 30

9SE-B/F85
Location: North Lantau Highway, Lantau
Average Slope Angle: 25 degree
No. of Compensatory Trees: 41

Standard tree 4000 7
 ( ) Heavy standard 3500-4000 4

2500(H) x 1500(S) 2500 12
2000(H) X 1500(S) 2000 10
2500(H) x 2000(S) 3500-4000 8

NOTES:
1. LEGEND REFER TO DRAWING NO. C1/LM/040.

2. ALL PROPOSED PLANT SPECIES AND SPECIFICATIONS ARE SUBJECT TO 

CHANGE DURING CONSTRUCTION TO SUIT THE SITE CONDITIONS.

3. LOCATIONS OF TREE PLANTING ARE SUBJECT TO CHANGE DURING 

CONSTRUCTION TO SUIT THE SITE CONDITIONS.

4. PLANTING PROPOSALS FOR SLOPES HAVE BEEN REFERENCED TO GEO 

PUBLICATION NO/1/2011 BY CEDD.

5. PLANTING PROPOSALS FOR SLOPES, I.E. TREE SPECEIS, SIZE, SPACING, 

LOCATION, HAVE BEEN REVIEWED AND COMMENTED BY HYD/LANDSCAPE 

DIVISION.

9SE B/C8

9SE B/C9

9SE B/F85




